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SUMMARY 
An investigation has been initiated in the Langley 20-foot free-
spinning tunnel to study the gyroscopic effects of jet-engine rotating 
parts (or of rotating propellers) on the erect spin and spin-recovery 
characteristics. A 1/21-sca le model of a military attack airplane was 
arbitrarily used, and tests were made at a basic loading (mass distri-
buted chiefly a long the fuselage) and at alternate loadings (additional 
mass distributed along the wings) . 
The angular momentum of the rotating parts was simulated on the 
model by a rotating flywheel powered by a model airplane engine. The 
rotat ing flywheel (clockwise as viewed from cockpit) generally caused 
the model to spin at a decreased angle of attack and an increased rate 
of rotation in right spins, and at an increased angle of attack and a 
decreased rate of rotation in left spins. For the basic loading, rotating 
the flywheel generally changed the recovery characteristics from satis-
factory to unsatisfactory for right spins, but for left spins the satis-
factory recovery characteri stics obtainable with the flywheel not rotating 
were not appreciably altered. For the alternate loadings, rotating the 
flywheel had, in general, little discernible net effect on recovery char-
acteristics . 
INTRODUCTION 
Although the general policy for either intentional or accidental 
spins has been to cut off power as soon as possible after the spin is 
initiated , because of possible adverse effects, in some instances pilots 
have flown out of an otherwise uncontrollable spin by application of full 
power in a propeller-driven a irplane. Such results from power-on spins 
may possibly have been due to increased effectiveness of controls in the 
slipstream. For a j et engine , however, the situation is different , and 
unpublished data indicate that the thrust a lone might be of little 
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assistance . For both propeller -driven and jet-propelled airplanes, spi n 
and spin-recovery characteristics may differ for power - on and power -off 
conditions, as well as for power-on spins to the right and to the left. 
These differences may at times have caused serious difficulty in recov-
ering from spins in one direction, whereas recoveries from spins in the 
other direction could be readily achieved. The differences in spins and 
recoveries may have been due in part to the gyroscopic moments produced 
by rotating propellers or rotating parts of jet engines . For a jet-
propelled airplane, the rotating parts of the engine may continue to 
rotate at nearly full speed for a long time after power is cut off because 
of angular momentum . 
The present preliminary investigation has been made to determine 
the gyroscopic effects of jet-engine rotating parts (or of rotating pro-
pellers) on the erect spin and recovery characteristics of a model of 
a military attack airplane. Tests were conducted in the Langley 20- foot 
free-spinning tunnel, and the gyroscopic moments were obtained on the 
model by means of a rotating flywheel powered by a model airplane engine . 
Tests with power on and power off were made for both right and left spins 
at a basic mass loading (mass distributed chiefly along the fuselage) 
and at alternate loadings (additional mass distributed along the wings) . 
The tests covered a range of control configurations . An analysis of the 
model results is presented in an attempt to explain the effects of the 
flywheel rotation on the behavior of the model during spins and recoveries . 
SYMBOLS 
The body system of axes is used in this paper. A sketch indicating 
positive directions of moments and angular velocities is shown in fig-
urel. 
b 
S 
x/c 
z/c 
m 
wing span, ft 
wing area, sq ft 
mean aerodynamic chord, ft 
ratio of distance of center of gravity rearward of leading 
edge of mean aerodynamic chord to mean aerodynamic chord 
ratio of distance between center of gravity and reference 
line to mean aerodynamic chord, positive when center of 
gravity is below reference line 
mass of airplane, slugs 
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p 
¢ 
v 
p 
q 
r 
L 
M 
N 
pI 
Subscripts : 
i 
aer o 
3 
moments of inerti a about X- , Y- , and Z- axes , respectively, 
slug-ft2 
polar moment of inerti a of flywheel, s lug-ft2 
inerti a yawing-moment parameter 
inert i a rolling-moment parameter 
inertia pitching-moment parameter 
air density, slugs /cu ft 
airpl ane relative -density coefficient, m/ pSb 
angle between reference line and vertical (approximately 
equal to absolute value of angle of attack at plane of 
symmetry), deg 
angl e between Y- axis and hor i zontal, deg 
full - scal e rate of descent, ft / sec 
f ull- scale angular velocity about spin axiS , radians/sec 
except on charts where revolutions per second (rps) 
is used 
angul ar velocity in roll, radians/sec 
angular velocity in pitch, radians/sec 
angul ar velocity in yaw, radians/sec 
rolling moment, ft-lb 
pitching moment , ft-lb 
yawing moment, ft -lb 
angular velocity of flywheel , radians/sec 
inertia 
aerodynamic 
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APPARATUS AND METHODS 
Model 
As previously indicated, a 1/21- scale dynamic model of a mi l itary 
attack airplane was arbitrarily used in the investigation . The angular 
momentum of the full - scale rotating engine parts or propellers was simu-
lated by a rotating flywheel powered by a model airplane engine located 
so that the axis of the angular momentUm was parallel to that of the 
corresponding airplane . The flywheel rotated clockwise when viewed from 
the pilot's position . No attempt was made to simulate the slipstream 
effect of a propeller . A three -view drawing of the model as tested , 
showing the engine and flywheel mounted on the model, is presented in 
figure 2. The dimensional characteristics of the airplane which corre -
sponds to the 1/21-scale model investigated are presented in table I . 
The model was ba llasted to obtain dynamic similarity to the corresponding 
airplane at an altitude of 15,000 feet (p = 0 . 001496 slug/cu ft) . Mass 
characteristics and inertia parameters for the basic loading and the 
alternate loadings 1 and 2 are presented in table II ; also presented is 
the inertia of the engine represented . A remote - control mechanism was 
installed in the model to actuate the controls for the recovery attempts . 
Wind Tunnel and Testing Techni~ue 
The tests were conducted in the Langley 20-foot free-spinning 
tunnel; operation of the tunnel is generally similar to that of the 
free-spinning tunnel described in reference 1, except that the model 
l aunching techni~ue for the spin tests has been changed. With the con-
trols set in the desired position, the model is launched by hand with 
rotation into the vertically rising airstream. After a number of turns 
in the established spin, the recovery is attempted by moving one or more 
model controls by means of the remote-control mechanism. After recov-
ery, the model dives into a safety net. A photograph of the model during 
a spin is shown in figure 3. 
Based on spin-tunnel experience, recovery characteristics of a model 
are generally considered satisfactory if, after movement of controls, 
rotation stops within two turns for the spin with the normal spin-control 
configuration (a ilerons neutral, elevator full up, and rudder full with 
spin), and if slight deviation of controls (ailerons deflected one - third 
in the adverse direction, elevator two - thirds of full up, and rudder 
moved to only two - thirds of full against spin) does not increase the 
turns re~uired for recovery beyond 2t . For the present investigation, 
recovery characteristics were considered satisfactory if recoveries from 
all spins with elevators up (ailerons with the spin, neutral, and against 
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the spin), as well as from the spin with elevator and ailerons neutral, 
took place within 2t turns. For r ecovery attempts in which a model 
strikes the safety net while still in a spin, the r ecovery i s recorded 
as greater than the number of turns made from the time the controls 
were moved to the time the mode l struck the net (for example, >3) . A 
>3 -turn recovery does not necessarily indicate an improvement over a 
>7-turn recovery. For recovery attempts in which the model does not 
recover within 10 turns before striking the net, the recovery results 
are generally recorded as 00 . 
For the tests in which the model was launched with the flywheel 
rotating, the flywheel was brought up to full speed before the model 
was l aunched into the tunnel. 
PRECISION 
The test results presented herein are believed to be the true 
va lues given by the model within the following limits: 
a., , deg 
¢, deg . . • • 
V, percent . 
D, percent • . . . . . . . . . 
tl 
tl 
t 5 
t2 
Turns for recovery : 
When obtained from motion-picture records 
When obtained by visual estimate • . • . • 
•• tl/4 
tl/2 
These limits may have been exceeded for certain spins in which it was 
difficult to control the model in the tunnel because of the wandering 
or oscillatory nature of the spin . 
Because of inadvertent changes in the model due to minor repairs, 
such as are customarily made during tests of free - spinning models, the 
measured weight and mass distr i bution of the model varied from the orig-
inal values listed in table II within the following limits: 
Weight, percent • . • . • 
Center - of -gravity location, percent c 
Moments of inertia, percent : 
IX • • • • 
Iy 
I Z 
o to 1 low 
o to 2 rearward 
1 to 3 low 
• . •• 0 to 4 high 
• • • . • • • 0 to 2 high 
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The accuracy of measuring weight and mass distribution is believed 
to be within the following limits: 
Weight, percent . . . . • . • . . • • 
Center-of- gravity location, percent c 
Moments of inertia, percent . • . • • 
TEST CONDITIONS 
tl 
tl 
ts 
All tests were conducted with the flaps and landing gear retracted 
and the cockpit closed. The design included fixed extended slats . For 
each control configuration used, tests were made alternately with the 
flywheel not rotating and with the flywheel rotating. The rGtation of 
the flywheel was such as to simulate the engine parts of a full-scale 
airplane which are rotating at 3,000 revolutions per minute , within 
approximately t s percent. 
The control configurations used during spins for all loadings were 
up- elevator settings with a ilerons neutral, ailerons against the spin 
(stick left in a right spin), and ailerons with the spin; and e l evator-
neutral and elevator -down settings with ailerons neutral. For the alter-
nate loadings, some tests were also made with ail erons against the spin 
and with the spin when the elevators were neutral and down. Recoveries 
were attempted by rapid reversal of the rudder from full with to full 
against the spin . The tail fin was set at an angle of 30 with the center 
line of the model, the leading edge was to the left, and the rudder 
deflections were measured from the fin plane . 
Control deflections used on the model during the tests (measured 
perpendicular to the hinge lines) were as follows: 
Rudder, deg . 
Elevator, deg 
Ailerons, deg • 
RESULTS AND DISCUSSION 
• 28 right, 28 left 
2S up, 15 down 
17 up, 13 down 
The results of the model tests are presented in charts 1 to 6. Rate 
of descent, angle of attack, rate of rotation, angle of wing tilt during 
the developed spin, and number of turns for recovery are presented for 
right and left spins with the flywheel rotating and not rotating for each 
configuration tested . In the charts, the center blocks represent spins 
with neutral controls. Arrows extending vertically from the center blocks 
indicate elevator settings for top and bottom rows of blocks; horizontal 
arrows indicate aileron settings for columns on right and left. 
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The effect of flywheel rotation (rotation clockwise when viewed from 
the pilot's position) for right spins generally was to decrease the angle 
of attack and to increase the rate of rotation for all loading conditions 
tested. For left spins, flywheel rotation increased the angle of attack 
and decreased the rate of rotation. 
For the basic loading with the mass distributed chiefly along the 
fuselage, rotation of the flywheel for right spins changed the recovery 
characteristics from satisfactory to unsatisfactory (chart 1). For left 
spins (chart 2) the satisfactory recovery characteristics were, in gen-
eral, affected very little. For the alternate loadings with additional 
mass distributed a long the wings, recovery characteristics which were, 
in general, a lready unsa tisfactory remained unsatisfactory when the fly-
wheel was rotating. 
In general, for all loadings with the flywheel not rotating, left 
spins were steeper than the corresponding right spins and recoveries from 
the left spins were faster. This may be attributabl e at least in part 
to the fin angle and corresponding asymmetric rudder deflection to the 
right and left, relative to the plane of symmetry of the model. 
As an aid in explaining the effects of flywheel rotation on the 
b ehavior of the model during spins and recoveries, an analysis was made 
of the moments produced during the spin by the spinning mass of the air-
plane (gyrodynamic inertia moments) and the moments produced by the rota-
tion of the flywheel about its own axis (gyroscopic inertia moments). 
The relationships between the gyrodynamic and gyroscopic inertia moments 
are indicated by the equations 
(1) 
(2) 
(3 ) 
Equations (l), (2), and (3) are based on the assumption of a fully devel-
oped steady spin which is without oscillations and is about a vertical 
spin axis. The steepening of the right spins and the flattening of the 
left spins caused by the flywheel rotation may be explained in part by 
using equation (3). This equation (written for a right spin) represents 
the sum of the gyrodynamic inertia moments from reference 2 (first term 
on right-hand side) and the gyroscopic inertia moments (second term on 
right-hand side). The gyroscopic moment acts in a nose-down direction, 
whereas the gyrodynamic moment acts in a nose-up direction. For the left 
spin, the gyroscopic moment and the gyrodynamic moment both act in a 
nose-up direction. 
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The changes which occurred in the rate of spin rotation n as a 
result of the flywheel rotation may be explained by 
(4 ) 
which is the pitching-moment equation of motion for a developed spin 
with the flywheel rotating. Since the aerodynamic pitching moment is 
equal and opposite in sign to the complete inertia pitching moment 
(eq. (3)), equation (4) is obtained by setting the aerodynamic pitching 
moment equal to equation (3). 
By substituting approximate values for p and r 
p "" n cos a 
and 
r "" n sin a 
equation (4) may be expressed for a right spin as 
( ) 2 
sin 20, 
-Maero = I Z - IX 0 2 - Ipp'r 
The aerodynamic pitching moment generally acts in a nose -down (negative) 
direction in a spin and, therefore, -~ero becomes -(-~ero)' or 
Maero · 
Solving equation (5) for n gives 
(6 ) 
Thus, for a right spin the aerodynamic pitching moment and the gyroscopic 
inertia moment in equation (6) are additive and should increase 0, the 
rate of rota tion. For a left spin, r is negative and the numerator of 
equation (6) would be ~ero - Ipptr; thus, the terms are subtractive 
and the rate of rotation should decrease. 
Spin-tunnel experience has indicated that the yawing moment acting 
in the spin may be a primary factor in determining what the recovery 
characteristics will be. As suggested in reference 3, a parameter showing 
2Y 
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the manner in which the mass is distributed in the a irplane, that is, 
whether it is distributed primarily along the fuselage or along the wings, 
may oftentimes be used as an indication of the anticipated effect. On 
this basis alone, recoveries in which the rudder is reversed may be 
expected to be affected by the resulting increment in pitching velocity 6q 
due to the rotating flywheel. For right spins with the basic loading, the 
corresponding increment in the gyrodynamic yawing moment 6N (where 
6N = (Ix - Iy)p 6q) would be positive (pro-spin) and therefore would have 
an adverse effect on recoveries because of a negative (nose-down) incre-
ment in q. For left spins, the increment in 6N would be anti-spin. 
For the basic loading with flywheel rotating, the differences in recovery 
characte~istics for right and left spins could be consider ed consistent 
with this rea soning, but on the basis of the results on all the charts, 
many other factors such as angle of attack, rate of rotation, and ~ther 
cross-couple terms, for example, (IZ - IX)rp, can influence the results 
and may make prediction of the net effect of engine rotating parts diffi-
cult. It appears that, in order to get the net effect on a specific 
design, dynamic tests in the spin tunnel will be necessary, at least 
until more research results become available. 
SUMMARY OF RESULTS 
A preliminary investigation in the Langley 20-foot free -spinning 
tunnel to determine the effects of gyroscopic moments produced by a rota-
ting flywheel (clockwise as viewed from cockpit) on the erect spin and 
spin-recovery characteristics of a 1/21-scale model of a military attack 
airplane has yielded the following results: 
1. For all loading conditions tested, the rotating flywheel generally 
caused the model to spin at a decreased angle of attack and an increased 
rate of rotation in right spins, and at an increased angle of attack and 
a decreased rate of rotation in left spins. 
2. For the basic loading with the mass distributed chiefly along the 
fuselage, recovery characteristics were, in general, changed from satis-
factory to unsatisfactory for right spins when the flywheel was rotated. 
For left spins, the satisfactory recovery characteristics obtainable with 
the flywheel not rotating were not discernibly altered when the flywheel 
was rotating. 
3. For the alternate loadings with additional mass distributed along 
the wings, rotating the flywheel had, in general, little discernible net 
effect on recovery characteristics. 
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4. It appears that, in order to determine the net effect of rotating 
engine parts (or rotating propellers) on the recovery characteristics for 
a specific airplane, dynamic spin- tunnel tests of a model will be necessary . 
Langley Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 
Langley Field, Va . , June 21, 1955 . 
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TABLE I.- DIMENSIONAL CHARACTERISTICS OF THE 
AIRPLANE CORRESPONDING TO THE 1/21-SCALE 
MODEL INVESTIGATED 
Overall length, ft 
Tail-damping power factor 
Wing: 
Span, .ft ....•. 
Area, sq ft 
Airfoil section: 
Root chord . . 
Tip chord 
Mean aerodynamic chord, c, 
Distance from leading edge 
edge of mean aerodynamic 
Incidence: 
Root, deg 
Tip, deg 
Dihedral, deg 
Ailerons: 
in. 
of wing rearward to leading 
chord, in. 
11 
50.19 
400.3 
NACA 2417 
NACA 4413 
100.05 
. 14.125 
3·75 
0.25 
6 
Area (rear of hinge line), sq ft •.••........•. 33.4 
Distance from hinge line to trailing edge (outboard tip), 
percent chord • . • . 19.0 
Span, percent wing span . . . • . . . • . . . . . . . . . 48.6 
Horizontal-tail surfaces: 
Tota l area, sq ft . • . . • • • 
Span, ft . . • . . . .. ..•.. • . 
Elevator area (rear of hinge line), sq ft 
Distance from normal center of gravity to elevator hinge 
86·97 
19.83 
22.3 
line, ft . • . . . . . . • . . • • 22 .47 
Airfoil section . . . • . . . . . NACA 0012-64 (modified) 
Vertical-tail surfaces : 
Fin angle (leading edge to left), deg .... 
Total area, sq ft . . . . . . . . . . . . . . 
Total rudder area (rear of hinge line), sq ft ..•. 
Distance from normal center of gravity to rudder 
3 
39 .9 
19.66 
hinge line, ft 
Airfoil section 
. . 23·73 
. . . . . NACA 0013 (modified) 
Loading 
Basic loading 
Alternate loading 1 
Alternate loading 2 
Loading 
Ip 
Basic loading, 33 
Alternate loading 1 33 
Alternate l oading 2 33 
TABLE II. - MASS CHARACTERISTICS AND INERTIA PARAMETERS 
FOR LOADINGS TESTED ON MODEL 
[values given are full - scale, and moments of inertia 
are given about center of gravityJ 
Center-of-gravity Relative-density 
Weight, location coefficient, ~, at -
lb 
x/c z/c Sea level Altitude 
16,949 0.2844 Q.115 11.02 17. 57 
17,161 .2872 -.003 11.16 17. 73 
18,015 .2857 -.011 11.70 18.60 
Moments of inertia, 
slug_ft2 Mass parameters 
IX - Iy Iy - IZ I Z - IX IX Iy I Z 
mb2 mb2 mb2 
22,322 34 , 508 49,313 -92 X 10-4 -112 X 10-4 204 X 10-4 
34 ,737 34,641 63,282 
° 
-212 212 
48,575 34,123 77,828 103 -310 207 
f--' 
I\) 
~ (") 
;J:> 
~ 
VJ 
+' 
CO 
o 
67 2U 
195 0.34 
,2 , 2 , 2~ 
CHART 1. - RIGHT SPIN AND RECOVERY CHARACTERISTICS OF MODEL FOR BASIC LOADING 
~ecovery attempted by rapid full rudder reversal. Recovery attempted from, and steady- spin data presented for J 
rudder full with spins . Model values converted to corresponding full - scale values : 
Flywheel not rotat ing Flywheel r otating 
(a ,-
58 30 56 50 62 0 54 30 
208 p . 32 208 0.3< 208 0.40 211 0. 39 
1 11 1 , 1 , 2 2' 2 l~ , 3, > 4 2~, 3~, 4~ 
" 0 +OM 
'" M 0. 
"'"' > :> " " " ,,'-< 
..... '" M +>.0 
~ ~ 
" 0 +OM 
"'"' aiM e 0 0 ~e " ..... '" +> .0 
M CIl 
~ 
-
55 20 61 20 
57 
208 
~, 
Ailerons fun Ailerons full Ailerons full Ai lerons full 
al{ainst 195 (Stick left) 
2 , 
" 0 ~~~ 
>:>0 
",-<", 
M 
~ 
64 
186 
5 , 
aModerately wandering spin. 
bWhlpp ing s p in . 
0 . 39 with (Stick right) 
21 
4 
'" ". ~ 
" :. 
..... " +, 0 
CIl '-< 
-
30 
0 . 39 
5 
against with 
(Stick left) 186 0. 47 (Stick right) 
00 
" 
:;; 
0 
" ~;H "' ''' 
" ;J > :> 0 
..... " 
,, '-< '" +> 0 
M CIl '-< 
f4 
62 20 
186 0. 48 
00 
" ( de g) 
V 
( f p s ) 
U inner wing up Tu r ns 
60 
0.41 
3 
I 
oi> 
(deg) 
n 
( r ps) 
f o r 
0 inne r wi ng down re co ver y 
----1 
~ (') 
~ 
~ 
\.).I 
+-(Xl 
o 
f-' 
\.).I 
CHART 2 ° _ LEFT SPIN AND rux;OVERY CHARACTERISTICS OF t-llOEL FOR BASIC LOADING 
rUUUl:::l- J. u... w ......... "p~' '''' ' .-. ...,.... ...... . ~---- -_ .. - -- --- --
W-ecovery attempted by rapid full rudder reversal. Recovery attempted from , and steady - spin data presented for J 
.d1nR full - scale values J 
Flywheel not rotating Flywheel rotating 
a) °a) 
52 4u 53 60 47 70 57 0 55 
60 59 100 
224 P. 30 218 P.31 
h?Pro, 202 0 .26 202 0 . 26 221 0 . 27 227 
1, 11 1, 11 1, 11 1 , 
11 1 t, G' 1 
2 4 2 Ii 
1 , 1, 14 
~ 
~ 
0 .,.,.,., 
0 .,.,'" 
..., ..... " 00 
..., ..... ~ 00 
~e " ...... ~e " 
.... .. 
"".0 "" .0 CIl CIl 
... 
-
..... 
-Iil 
Iil 
50 4D 64 50 
Ailerons full Ailerons full Ailerons full Ailerons full 
all:ainst 221 0 .38 
with against 189 
with 
(Stick right) (Stick left) (Stick right) 
0 . 32 (Stick left) 
It, IG It, 2, 3 
~ "0 :;; 
0 ~ ~ 
..., ..... ,:: 
"' .. 
0 ~ 
..... :. 0:> ~~~ .,., .. 
.. " 0 .... ~ 
0:' 
<>,-<"0 ..., 0 > " 0 
....... 
..... CIl '-< 
<>'-<"0 ...,0 
Iil 
-
..... ~'-< Iil 
52 20 66 4D 
211 10·38 192 192 0 . 33 
2, 21 2 It, 3, 4 
a. ¢ 
~Very wandering s pin . (dog) (de g ) 
V n 
I Cps) ( r ps) 
U inne r wing up Turns Cor 
D inner wing down recovery 
, , 
f-' 
+=-
~ () 
~ 
~ 
\.>I 
+=-(Xl 
0 
I 
, , 
CHART 3. - RIGHT SPIN AND rux:OVERY CHARACTERISTICS OF l«lDEL FOR ALTERNATE WADING I 
~ecovery attempted by rapid full rudder reversal . Recovery attempted from , and steady- spin data presented for, 
rudder full "i th spins . Model values converted to corresponding full - scale values J 
Flywheel not rotating Flywheel rotating 
Two conditions a) 
55 2U 72 3D 56 30 60 50 58 0 61 20 62 20 
211 0 . 3< 189 0.36 208 0 . 32 208 P· 32 208 0 .40 208 O . ~O 208 0 . 43 
2, 3 1 , 2 , 3 1 41 2 , 3, 3 3, 4, 10 32, 2 00 00 
" " 0 0 "'''' +>rl 
"'''' 
+>rl 00 
"rl ~ 00 ~;J g ..... ~e" ..... +>.0 "".0 " ... '" rl til rl ~ Ol ~ Ol 
70 0 69 2D 66 H 64 ID 
Ailerons full Ailerons full Ailerons full Ailerons full 
0 . 4. 
against 
0 . 40 
with against 0 . 47 
with 
186 (Stick left) 186 (Stick right) 186 0 . 52 (SUck left) 192 (Stick right) 
5~ , 61 2 ex:> 8~ , 9 0<> 
... :c ... "0 
0 ... 0 ... 
~~~ "' .. "!;;;H '" .. o ~ ~ ~ I> ,,0 ...... ~e.g 
" ... " 
...,0 +>0 
rl til ..... rl "' ... Ol 
-
Ol ~
72 20 67 0 68 0 63 2D 
176 0. 44- 186 0.41 186 0 . 50 186 0 .48 
7~ , 9 0<:> > 4, 8 00 
'------
ayery wandering spin. a 
q, 
(de g) (deg) 
V 11 
(fps) (rps' 
U inner wi ng up Turns for 
D inner wing down re co ver y 
~ 
0 
:x> 
8 
~ 
\jJ 
+" ()) 
0 
t-' 
Vi 
55 l U 
224 0.31 
1, 14' 1"2 I 1 1 
67 0 
CHART 4 . - LEFT SPIN AND REX:OYrnY CHARACTERI STI CS OF J.DDEL FOR ALTERNATE LOADING 1 
~ecovery attempted by rapi d full rudder reversal . Recovery attempted from , and steady-spin data presented for I 
rudder full \lith spins . f.1odel values converted to corresponding full - scale value5~ 
Fl ywheel not rotating Fl ywhee l r otating 
56 20 61 10 72 20 59 4D 
208 0 . 32 208 0. 33 186 10 . 32 208 p . 27 
l~ , 2 l~ , 2 2, 2t ~, 2, 2t 
" """" 
0 
., .... 0 0 
.. .... 0. ...... 
.. " " 
".0 
" .... 
CIl 
.... 
-
'" 
" 0 ., .... 
"""" ~3 ; 0 0 .... .. 
" .... +> .0 
.... CIl 
'" 
-
63 20 74 3D 67 20 
(1)) 
57 5D 
208 0. 27 
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CHART 5 .- RIGHT SPIN AND REX:OVERY CHARACTERISTI CS OF MODEL FOR ALTERNATE LOADING 2 
~ecovery attempted by rapid full rudder reversal . Recovery attempted from , and steady- spi n data presented for I 
rudder full with spins . Model values converted to corresponding full - scal e values J 
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CHART 6 . _ LEFT SPIN AND rux:OVERY CHARACTERISTICS OF MODEL FOR ALTERNATE WADING 2 
[Recovery attempted by rapid full rudder reversal . Recovery attempted from , and steady- spin data presented for, 
rudder full v1 th spins. Model values converted to corresponding full - scale 'l8.1ue6 J 
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Figure 1.- Sketch showing positive directions of moments and angular 
velocities about body system of axes. 
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Figure 2 .- Three-view drawing of a 1/2l-scale model of a military attack 
airplane used for gyroscopic-moment tests in Langley 20-foot free-
spinning tunnel. Dimensions are model values. Center-of-gravity 
posit i on shown is for alternate loading 2. 
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Figure 3.- Photograph of model spinning in Langley 20-foot free-spinning 
tunnel. 
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